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Telegärtner presents a new RJ45 MFP8 Cat.6A connector for field assembly
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[image: image4.png](Steinenbronn) Telegärtner presents a new, shielded 10 Gigabit Ethernet-conformant connector for structured cabling. The compact MFP8 CAT. 6A connector with standard RJ45 interface can be assembled with all common cable types in office, industrial and home environments within 60 seconds without the need for special tools. A self-explaining wire management as well as piercing contacts and an assembly aid ensure fault-free assembly. The robust zinc die-cast housing with the integrated cable strain relief accommodates cable diameters from 5.0 up to 9.0 millimeters. This gives users a flexible solution with which they can assemble any desired length in the field and repair, modify or replace links on site without any problems.

"With our new MFP8 CAT.6A connector and its wire-manager, users can assemble cables on site without special tools" Frank Reich assures us. "The 360° shield ensures secure data transmission even in the presence of external electrical interference," the DataVoice Department Manager at Telegärtner adds. The multiport-capable MFP8 CAT.6A has a standard-conformant interface and can be used in very confined spaces. The fast and simple assembly with no need for special tools enables users to assemble available cable material on site in the desired length at any time as required. The wires are contacted by pressing the wire managers together with a simple pair of pliers. The manufacturer’s new product can be used as a point-to-point connection without telecommunication outlets with copper wire diameters up to AWG22/1 or for the assembly of patch cords with stranded wires .

Special emphasis on simple handling

The manufacturer claims to have packed the best of 60 years experience into the new MFP8 CAT.6A connector. The two available pin colour-coded versions of the plug, T568A and T568B with transfer rates up to 10 Gigabit Ethernet are PoE+ (Power over Ethernet plus) adequate, Cat. 6A-certified and conform with Class EA Permanent Link up to 500 MHz. The cable strain relief accommodates all conventional 4-pair shielded cable types from 5.0-9.0 mm having  copper conductors AWG24/1–22/1 and AWG26/7–22/7 . The contact technology used by the manufacturer enables secure wire contacting even for solid wires (installation cables). The wires are shielded in pairs in the wire manager to improve the transmission characteristics. The gold-plated RJ45 contacts are designed for at least 750 mating cycles.

Telegärtner has placed special emphasis on easy handling. An integrated assembly aid protects the board and skin piercing contacts. A longer release latch makes it easier to plug in and unplug even in confined spaces. The integrated cable strain relief is also pre-assembled and adapts to different diameters from 5 to 9 mm. By pressing down the cable clamp the cable is fully enclosed and the strain relief activated. The zinc die-cast housing is quite robust and the protective cap of the MFP8 CAT.6A also protects the contacts of the interface until use.

Transmission technology with a wide product range

Telegärtner Karl Gärtner GmbH, founded in 1945, is an internationally operative full provider of professional solutions in connection and transmission technology and is one of the most important manufacturers. Their portfolio includes HF coaxial connectors, network solutions for structured building cabling and modular programmes in the industrial and fibre optic sector. The 620 employees in five countries achieved sales of 85 million Euros last year.
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Picture no. 33-01_TG_MFP8-offen.jpg

An intelligent wire management as well as skin piercing contacts and an assembly aid ensure fault-free assembly.
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Picture no. 33-01_TG_MFP8-solo.jpg

The robust die-cast zinc housing of the MFP8 CAT.6A with the automatic cable clamp accommodates cable diameters up to nine millimeters.




Contact and information:


Telegärtner Karl Gärtner GmbH,�Lars Braach,�Lerchenstrasse 35,�71144 Steinenbronn�Phone 07157 / 125-144,�Fax 07157 / 125-344�� HYPERLINK "mailto:lars.braach@telegaertner.com" �lars.braach@telegaertner.com��www.telegaertner.com








ATTENTION! – IMPORTANT!





Please note how Cat.6A is written with the "A" as a subscript.


This is the European standard which is considerably more demanding and stringent than the American standard Cat.6A (not subscripted)





Telegärtner is one of just a few providers who satisfy this standard.
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