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Telegärtner presents a newly developed test cable 
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(Steinenbronn) Telegärtner has developed a new RF cable for high test and measurement requirements. The high-end TestLine test cable for measuring laboratories is very robust and designed with a high precision connector for a large number of mating cycles and long life. With its high phase stability and low return loss even when bent, it is ideally suitable for continuously reliable measuring results in production. 

"We have designed the new TestLine RF test cable especially for measuring processes with constantly changing test objects and the resulting high mating cycles," Günter Wäller, Coax Division Head at Telegärtner Karl Gärtner GmbH, explains. The high-end test cable with excellent transmission characteristics up to 26 GHz for demanding applications in measuring laboratories and in production tests has very high phase stability when the cable is bent with a bending radius of 30 mm upwards. The return and insertion losses are very low. The special structure of the cable with a foamed PTFE dielectric is responsible for this.

Highly stressable with good transmission values

A gold-plated inside plug and a stainless steel outside contact and union nut ensure optimum mechanical characteristics. This special cable connection technique ensures low, stable VSWR values and very effective cable protection against mechanical stress as they occur in daily test situations. The TestLine HF test cable with 50 Ω wave resistance can be used for the frequency range up to 26 GHz (SMA/GPC 3.5) or up to 11 GHz (N). The return loss is very low with -23 dB at 18 GHz (SMA). The maximum cable attenuation is then only 1.0 dB/m. 

Designed for reliable measuring results

All these constructional measures are designed for use in production where a high number of conducted measurements must supply continuously reliable results. The cable is RoHs-conformant and can also be used over a wide temperature range of -55 to 125 °C. The new TestLine HF test cables are available in the standard lengths of 600 and 1,000 mm. The users can order the test cables optionally in any desired length. They can be configured using the manufacturer's Coax Configurator under www.telegaertner.com/coaxconfig/en.
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 ((Company information Telegärtner))

Transmission technology with a wide product range

Telegärtner Karl Gärtner GmbH, founded in 1945, is an internationally operative full provider of professional solutions in connection and transmission technology and is one of the most important manufacturers. Their portfolio includes HF coaxial connectors, network solutions for structured building cabling and modular programmes in the industrial and fibre optic sector. The Telegärtner Group recently achieved sales of 85 million Euros with 620 employees in five countries. 
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Telegärtner high-end TestLine test cable with excellent transmission characteristics up to 26 GHz for demanding applications in measuring laboratories and in production tests.
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