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Telegärtner presents new Cat.6A surface mount box for structured building wiring
Text and pictures under www.telegaertner.com
Cat.6A surface mount box for fast and simple installation
[image: image2.png](Steinenbronn) With the AMJ45 K Cat.6A AP surface mount box, Telegärtner  Karl Gärtner GmbH offers a fully shielded twin data connection box for surface mounting with highest transmission quality up to 500 MHz. The shielded, certified connection box is suitable for 10 Gigabit-Ethernet and PoE+. With cable inlets from four sides, a robust base plate and integrated shield contacting with strain relief, it meets all the requirements for assembly-friendly installation. Users save several work steps during installation because now only one cover has to be screwed to the basic housing.
[image: image3.png]"With the new surface mount box we make it even easier for users to implement the highest transmission standard with Cat.6A products in a structured wiring", Falco Lehmann from Telegärtner promises. "The clever design of the connection box saves two work steps in the installation," the product manager adds. The new, compact AMJ45 K Cat.6A AP connection box for surface mounting measuring 80x65x42 mm enables cables to be fed in from four directions in 90° steps. These are sunken into the housing to protect the socket covers. Nevertheless they can be opened up to 180°. A flip-up, captive labelling plate is attached for the permanent identification of the ports. A robust, die-cast zinc base plate with integrated shield contacting and strain relief provides a secure hold on the wall. "The installation is now much simpler because you only have to screw the cover onto the basic housing."
GHMT certified transmission quality
The transmission properties of category 6A in accordance with ISO/IEC 11801 AMD2 (2010-04) are confirmed by a component certificate of the independent testing body GHMT. The surface mount box was optimised with the real time embedded measuring process for maximum transmission quality. In addition, it meets the specifications for a Class EA 90 m permanent link with reserves.
The RJ45 sockets accommodate the matching plugs as well as RJ11/12 plugs with 45° plugging direction. A wire management ensures that the wires are presorted and not damaged if possible during wiring. The wire pairs can be laid without pair splitting. In addition to ensuring high transmission speed, installation and assembly are also easy to handle. 
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((Company info Telegärtner Karl Gärtner GmbH))
Transmission technology with a wide product range
Telegärtner Karl Gärtner GmbH, founded in 1945, is an internationally operative full provider of professional solutions in connection and transmission technology and is one of the most important manufacturers. Their portfolio includes HF coaxial connectors, network solutions for structured building cabling and modular programmes in the industrial and fibre optic sector. The Telegärtner Group recently achieved sales of 85 million Euros with 620 employees in five countries. 
List of illustrations Telegärtner surface mount box with 2 clicks to the picture under www.telegaertner.com
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Picture no. 48-01 TG_AP-DoseCat6A.jpg
With the AMJ45 K Cat.6A AP surface mount box, Telegärtner  Karl Gärtner GmbH offers a fully shielded twin data connection box for surface mounting with highest transmission quality up to 500 MHz.



Contact and information:


Telegärtner Karl Gärtner GmbH,�Lars Braach,�Lerchenstrasse 35,�71144 Steinenbronn


Germany�Phone 07157 / 125-144,�Fax 07157 / 125-344�� HYPERLINK "mailto:lars.braach@telegaertner.com" �lars.braach@telegaertner.com��www.telegaertner.com








ATTENTION! – IMPORTANT!





Please note how Cat.6A is written with the "A" as a subscript.


This is the European standard which is considerably more demanding and stringent than the American standard Cat.6A (not subscripted)





Telegärtner is one of very few providers who can satisfy this standard.









Page 1 of 3


Page 2 of 3


